
DIGITAL CAMERA 

L-500V 



Share the shot, on the spot. 

With a large 2.5" Epson" LCD that offers 
unbeatable clarity, plus high-speed 
continuous shooting, the compact, 5.0 
megapixel Epson L-500V camera makes it fun 
and easy to capture and view photos. 

Key Features 

Share and preview bright, vibrant images 

Includes a 2.5" LCD with Epson Photo Fine" technology 
for crystal-clear detail 

■ Get brilliant photos up to 8" x 10" or larger! 

Captures photos with a 5.0 megapixel CCD sensor, for 
sharp, vivid enlargements 

■ Capture all the action with high-speed 
continuous shooting 

Takes up to three photos per second until optional memory 
card is full (requires high-speed memory card, not included) 

Add fun frames instantly 

Includes PRINT Image Framer" with over 100 cool frames 

Get the shots you want 

Features 3x optical zoom and 4x digital zoom 

Print PC-free from this compact digital camera 

Prints directly to select Epson printers 

Record and play back video clips with sound 

Captures up to 30 frames per second 

■ Achieve great results automatically with 
PRINT Image Matching" II 





EPSON 




DIGITAL CAMERA 

L-500V 



CCD Sensor 

5.36 million pixels (total CCD resolution) 
5.0 million pixels (effective pixels) 

File Format 

JPEG (EXIF 2.2), DCF (Design Rule for Camera File System), 
AVI and DPOF 1.1 (Digital Print Order Format) compliant 

Resolution Modes 

2560 x 1920 pixels 
1 600 x 1200 pixels 
640 x 480 pixels 



Color Mode 



24-bit color 



Lens 

Focal length 5.6 - 1 6.8mm 
3x optical zoom 

(equivalent to 34mm - 1 02mm on a camera using 35mm film) 
4x digital zoom 

7 elements in 6 group construction 
Auto-Focus Range (Automatic) 

Normal mode 20" to infinity (0.5m - infinity) 

Macro mode 1 .97" to 1 9.69" (0.05m - 0.5m) 

at optical zoom wide end 

Capture Modes 

Auto, manual, continuous and movie 
Scene Mode 

Normal, Landscape, Portrait, Night View, Night Portrait 
Continuous Shooting Mode 

3 images per second at full resolution until memory card is full 
High speed (10MB transfer speed or faster) memory card required 

Built-in Microphone and Speaker 

Capable of recording and playing back up to 30 second voice message 

Video Clip Mode 

30 frames/second 

640 x 480, 320 x 240 or 1 60 x 120 mode 

Epson Photo Fine LCD Monitor 

2.5" Low temperature Poly-Silicon TFT LCD 

Pixels 512x384x3 (RGB) 

Supports instant preview, playback, delete, and slide show 

Picture Storage Capacity 

16MB Secure Digital'" memory card 

fine Normal 

2560x 1920 pixels 7 13 

1600x 1200 pixels 21 35 

640 x 480 pixels 112 179 

Supports Secure Digital memory card up to 1 GB and MMC 

Shutter Speed 

Electronic iris control shutter with mechanical shutter 
Auto/Fill-in 1/30 - 1/2000 seconds 

Flash OFF 1 12 - 1/2000 seconds 

Slow synchronized 1 - 1/2000 seconds 



Aperture 



F2.8 - F4.E 




Exposure Control 

Auto exposure with manual +/- 2.0 exposure 
value adjustment (0.5 EV increments) 

White Balance Modes 

Auto, Daylight, Incandescent, Cloudy, Fluorescent, Mercury 
Built-in Flash 

Range 2.30' - 12.14' (wide), 

1.64' -6.89' (tele) 
Modes Auto, flash off, red-eye reduction, 

fill-in flash, slow synchronized 

Sensitivity 

Automatic equivalent to ISO 50 - 200 
Fixed equivalent to ISO 100/200/400 

Direct Print Support 

Supports USB-Direct Printto Epson Stylus" Photo R300, RX600 and PictureMate" 
PRINT Image Matching II and Exif 2.2 and EXIF Print 

Print Button 

Utilizes Digital Print Order Format (DPOF Version 1.1) 

PRINT Image Framer 

Add frames to your prints without connecting 
to the computer 

Use at time of capture or when ready to 
print pictures 

Over 100 frames included on CD-ROM. 
Works with Epson Stylus Photo R300, 
RX500, RX600 and PictureMate printers 




2 and 10 seconds 
Built-in 



Self Timer 

Tripod Mount 

Minimum System Requirements 

Windows 98SE, Me, 2000 (Pro), XP (Home and Professional) 
Macintosh OS 9.1 .x - 9.2.x, OS 1 0.2 - 1 0.3.x 

USB Interface 

High Speed/Full Speed (Mass Storage Class) 

Power Requirements 

Lithium Ion battery and charger/AC cable 
Optional AC adapter 

Contents 

Epson L-500V, USB Cable, Camera Basics, Software on CD-ROM (User's 
Guide, Epson PRINT Image Framer Tools, PRINT Image Framer Designer, 
Windows 98 driver, and QuickTime) and Lithium Ion Battery 
and Charger/AC cable 

Environmental Requirements (Operating range) 

Temperature 41 ° to 95° F (5° through 35° C) 

Humidity 30% to 80% (non-condensing) 

Dimensions and Weight 

Dimensions 
Weight 

Warranty 

One-year limited in U.S. and Canada 



3.62"x2.48"x1.26"(WxHxD) 
5.82 oz (without batteries and memory card) 
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